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120V pendants

All dimensions provided are nominal.  
Allowance must be made for dimensional tolerance in handcrafted glasses.

Project Information:

120V pendants location: 
DAMP

REV 5/22

DashCL (CLear)

D A S H

ORDERING:

SPECIFICATIONS:
DESCRIPTION
The significant and stylish natural rope suspension of our Dash pendant creates 
a striking backdrop for the clear teardrop glass diffuser and exposed light source, 
and plays to the creativity of the installation allowing for knots, sways, loops and 
more. 

LAMPING
Standard: 40W Medium-based 120V, lamp not included. Dimmable with 
standard incandescent dimmer (not included). 
LED Filament: 5W Replaceable Filament T10 lamp, 120V, dimmable, 90+ CRI, 
3000°K CCT, 800 lumens, 15,000 hours, lamp included. 

DIFFUSER 
Shade shall be made of clear glass. 5” Dia. x 10” H

SUSPENSION 
Rope-hung: 6’-0” long and 2” dia natural hemp rope, field-cuttable with inner 
SVT Cord. Also available as 3-light fixture.

MOUNTING 
Black flat canopy with support hook, installs directly to a 4” octagonal ceiling box. 
Suitable for sloped ceilings.

LABELS
UL or ETL Listed. Suitable for Damp Locations (interior use only).

*Consult factory for  
 custom lengths or 

 multi light options
Canopy detailswag T104-BK
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