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4” LED COMMERCIAL RECESSED
DOWNLIGHT RETROFITS
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Luminaire Ordering Information:
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Watts Order 
Number Model Number Fluorescent

Equivalent Lumens Lamp Life 
(Hrs.) CCT

14 73567 RR41530W 1 X 26W PL 785 50,000 3000

14 73568 RR41540W 1 X 26W PL 875 50,000 4000

26 72605 RR42630W 2 X 18W PL 1340 50,000 3000

26 72606 RR42640W 2 X 18W PL 1515 50,000 4000

FEATURES:

• Universal voltage (120-277)
• Mounts into existing recessed frame
• Supplied with optional retaining clips if existing 
frame does not have adequate friction
springs to secure reflector

• cETL listed for damp location use
• CRI: > 85
• PF: >.9
• A wide variety of CCTs available: 
3000K and 4000K come standard
2700K and 5000K (contact MaxLite for quotations)

• Five year limited warranty
• Dimmable to 5% (120v only)

CONSTRUCTION:
• Supplied with a heavy gauge anodized aluminum
reflector in a haze finish

• External driver for easy retrofit and maintenance 

• Power supply features integral thermal protection

The commercial-grade LED Recessed Downlight
Retrofit is supplied with a quick connect-case
and conduit to make an easy connection to an
existing recessed fixture frame junction box.
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OVERALL
DIMENSIONS

EXTERNAL DRIVER

PRODUCT FEATURES

RETAINING CLIPS

Retaining clips  are supplied for 
situations where the existing 
recessed frame does not have 
pre-installed clips to secure the 
reflector.
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COMPATIBLE DIMMERS:

MAKE DIMMER MODEL

Lutron CTCL-153PD*

Lutron DVCL-153PL* 

Lutron CTELV-303P

Lutron DVELV-303P

Lutron LGCL-153PL*  

Leviton IPI10

* Dimming control should be adjusted to 5% minimum light output
level in order to avoid flickering.  Please consult dimming control
instruction manual for specific procedure.
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